
Series AS3-Professional

for hose
max. operating 

pressure
Ident. No.

customs 

tariff number

weight

 per piece*

DN5-DN6 special type 700bar - max.pressure CA-AS-37a 73182900 90g

  DN5-DN8 450bar  CL-AS-3A 73182900 90g

  DN10-DN12 450bar  CL-AS-3B 73182900 92g

  DN16 420bar  CL-AS-3C 73182900 94g

Series AS4-Professional

for hose
max. operating 

pressure
Ident. No.

customs 

tariff number

weight

 per piece*

DN10-DN12 special type 700bar - max.pressure CL-AS-47B 73182900 126g

DN16 special type 560bar - max.pressure CL-AS-45C 73182900 130g

DN20 420bar  CL-AS-4D 73182900 133g

DN25 420bar  CL-AS-4E 73182900 137g

Series AS5-Professional

for hose
max. operating 

pressure
Ident. No.

customs 

tariff number

weight

 per piece*

DN20 special type 560bar - max.pressure CL-AS-55D 73182900 250g

DN25 special type 560bar - max.pressure CL-AS-55E 73182900 255g

DN32 350bar  CL-AS-5F 73182900 264g

DN40 310bar  CL-AS-5G 73182900 270g

DN50 270bar  CL-AS-5H 73182900 278g

Series AS-MEGAFORCE

for hose
max. operating 

pressure
Ident. No.

customs 

tariff number

weight

 per piece*

DN32 exceeds R15 525bar  CL-AS52-BF 73182900 550g

DN40 exceeds R15 450bar  CL-AS52-BG 73182900 565g

DN50 up to R15 420bar  CL-AS52-BH 73182900 580g

DN60 230bar  CL-AS52-BK 73182900 595g

DN63 180bar  CL-AS52-BL 73182900 600g

DN76 100bar  CL-AS52-BM 73182900 620g

for hose bracket ID for connection
max. operating 

pressure
Ident. No.

customs 

tariff number

weight

 per piece*

DN25 - 40 up to R15 10,5 mm 3000-11/4" 420bar CL-AS52-LF 73182900 405g

DN32 - 50 up to R15 12,5 mm 3000-11/2" + 2" 420bar CL-AS52-LG 73182900 430g

DN60+63 12,5 mm 3000-21/2" 180bar CL-AS52-LH 73182900 440g

DN76 16,5 mm 3000-3" 100bar CL-AS52-LL 73182900 470g

DN16+20 exceeds R15 10,5 mm 6000-3/4" 560bar CL-AS51-2LW 73182900 250g

DN20+25 exceeds R15 12,5 mm 6000-1" 560bar CL-AS51-2LX 73182900 260g

DN25+32 exceeds R15

DN40 up to R15 
14,5 mm 6000-11/4"

DN25: 560bar

DN32: 525bar

DN40: 420bar

CL-AS52-LN 73182900 430g

DN32 exceeds R15

DN40+50 up to R15
16,5 mm 6000-11/2"

DN32: 525bar

DN40 + 50: 420bar
CL-AS52-LP 73182900 440g

DN40+50 up to R15 20,5 mm 6000-2" 420bar CL-AS52-LS 73182900 470g

for hose thimble ID for connection
max. operating 

pressure
Ident. No.

customs 

tariff number

weight

 per piece*

DN32 up to R15 ID15 for M14 420bar CL-AS52-KF 73182900 390g

DN40 up to R15 ID15 for M14 420bar CL-AS52-KG 73182900 395g

DN50 up to R15 ID15 for M14 420bar CL-AS52-KH 73182900 400g

DN60 ID15 for M14 230bar CL-AS52-KK 73182900 405g

DN63 ID15 for M14 180bar CL-AS52-KL 73182900 410g

DN76 ID15 for M14 100bar CL-AS52-KM 73182900 420g

* Important explanations see page 5.

Cablelock 

Customs tariff number and weights

11-21 mm

11-21 mm

17-28 mm

for fixpoints OD

for fixpoints OD

56-74 mm

44-61 mm

38-52 mm
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32-44 mm

26-36 mm

22-31 mm

17-28 mm

85-102 mm

56-74 mm

22-31 mm

Universal 

installation option. 

Cables have to be 

equally loaded 

when tearing off.

26-36 mm

for fixpoints OD

38-52 mm

32-44 mm

for fixpoints OD
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44-61 mm

71-87 mm

68-84 mm



Series AS-Mini

for measure-hose
for hose 

AD
for fixpoint OD

max. operating 

pressure
Ident. No.

customs 

tariff number

weight

 per piece*

DN2 - DN4 4,5-8,5 mm 7,5-11,5 mm CL-AS-2MA 73182900 31g

DN2 - DN4 4,5-8,5 mm 11,5-15,5 mm CL-AS-2MB 73182900 32g

DN2 - DN4 4,5-8,5 mm 15,5-19,5 mm CL-AS-2MC 73182900 33g

for measure-hose
for hose 

AD
for fixpoint OD

max. operating 

pressure
Ident. No.

customs 

tariff number

weight

 per piece*

DN2 - DN4 4,5-8,5 mm
bracket hole

ID6,2

DN2: 630bar

DN3: 500bar

DN4: 450bar

CL-AS-2ML 73182900 35g

Series AS-ECO type AS-EE (bracket type E for union nut connection)

for hose bracket ID for connection
max. operating 

pressure
Ident. No.

customs 

tariff number

weight

 per piece*

DN5-DN8 12,5 mm 6L 450bar CL-AS-E125 73182900 60g

DN5-DN8 14,5 mm 8L-6S-1/4" 450bar CL-AS-E145 73182900 60g

DN5-DN8 17,0 mm 10L-8S-3/8" 450bar CL-AS-E170 73182900 65g

DN8-DN10 18,5 mm 12L-10S 450bar CL-AS-E185 73182900 70g

DN8-DN10 20,5 mm 12S 450bar CL-AS-E205 73182900 70g

DN10-DN12 22,5 mm 15L-14S-1/2" 450bar CL-AS-E225 73182900 75g

DN10-DN12 24,5 mm 16S 450bar CL-AS-E245 73182900 75g

DN16-DN20 27,0 mm 18L-3/4" 420bar CL-AS-E270 73182900 110g

DN16-DN20 30,5 mm 22L-20S 420bar CL-AS-E305 73182900 125g

DN20-DN25 34,0 mm 1" 420bar CL-AS-E340 73182900 130g

DN20-DN25 36,5 mm 28L-25S 420bar CL-AS-E365 73182900 130g

DN20-DN25 42,5 mm 30S + 11/4" 420bar CL-AS-E425.1 73182900 185g

DN32 up to 4SH 42,5 mm 30S + 11/4" 325bar CL-AS-E425.2 73182900 260g

DN32 up to 4SH

DN40 up to 4SH
45,5 mm 35L

DN32: 325bar 

DN40: 290bar
CL-AS-E455 73182900 255g

DN40 up to 4SH

DN50 up to 4SH
49,0 mm 11/2"

DN40: 290bar 

DN50: 250bar
CL-AS-E490 73182900 250g

DN32 up to 4SH

DN40 up to 4SH
52,5 mm 38S + 42L

DN32: 325bar 

DN40: 290bar
CL-AS-E525 73182900 280g

DN40 up to 4SH

DN50 up to 4SH
61,0 mm 2"

DN40: 290bar 

DN50: 250bar
CL-AS-E610 73182900 270g

Series AS-ECO type AS-ES (bracket type S for Allen screws on SAE connections)

for hose bracket ID for connection
max. operating 

pressure
Ident. No.

customs 

tariff number

weight

 per piece*

DN12-DN16 8,5 mm
SAE 1/2" 3000 

SAE 1/2" 6000
450bar CL-AS-S085 73182900 100g

DN20-DN25 10,5 mm
SAE 3/4"+1" 3000 

SAE 3/4" 6000
420bar CL-AS-S105.1 73182900 110g

DN32 up to 4SH 10,5 mm SAE 11/4" 3000 325bar CL-AS-S105.2 73182900 190g

DN20-DN25 12,5 mm SAE 1" 6000 420bar CL-AS-S125.1 73182900 115g

DN40+50 up to 4SH 12,5 mm 
SAE 11/2" 3000 

SAE 2" 3000

DN40: 290bar 

DN50: 250bar
CL-AS-S125.2 73182900 200g

DN25 14,5 mm SAE 11/4" 6000 420bar CL-AS-S145.1 73182900 120g

DN32 up to 4SH 14,5 mm SAE 11/4" 6000 325bar CL-AS-S145.2 73182900 205g

DN32 up to 4SH

DN40 up to 4SH
16,5 mm SAE 11/2" 6000

DN32: 325bar

DN40: 290bar
CL-AS-S165 73182900 210g

DN40 up to 4SH

DN50 up to 4SH
20,5 mm SAE 2" 6000

DN40: 290bar  

DN50: 250bar
CL-AS-S205 73182900 230g

Series AS-ECO type AS-EP (bracket type P for universal mounting on the screw hole)

for hose bracket ID for connection
max. operating 

pressure
Ident. No.

customs 

tariff number

weight

 per piece*

DN5-DN12 9,0 mm 450bar CL-AS-P090 73182900 65g

DN16-DN25 11,0 mm 420bar CL-AS-P110 73182900 115g

DN32 up to 4SH

DN40 up to 4SH

DN50 up to 4SH

13,0 mm

325bar 

290bar 

250bar

CL-AS-P130 73182900 210g

* Important explanations see page 5.

DN2: 630bar

DN3: 500bar

DN4: 450bar

free drilling fixation 

point
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Series AS-INOX-PRO

for hose Material for fixpoints OD
max. operating 

pressure
Ident. No.

customs tariff 

number

weight

 per piece*

DN5-DN8 V2A 8-21 mm 450bar VA32 73182900 90g

DN10-DN12 V2A 17-28 mm 450bar VB32 73182900 92g

DN16 up to 2SN/2SC V2A 22-31 mm 330bar VC32 73182900 94g

DN5-DN8 V4A 8-21mm 450bar VA34 73182900 90g

DN10-DN12 V4A 17-28 mm 450bar VB34 73182900 92g

DN16 up to 2SN/2SC V4A 22-31 mm 330bar VC34 73182900 94g

DN16 up to R15 V2A 22-31 mm 450bar VC42 73182900 110g

DN20 up to R15 V2A 26-36 mm 420bar VD42 73182900 115g

DN25 up to 4SP V2A 32-44 mm 300bar VE42 73182900 120g

DN16 up to R15 V4A 22-31 mm 450bar VC44 73182900 110g

DN20 up to R15 V4A 26-36 mm 420bar VD44 73182900 115g

DN25 up to 4SP V4A 32-44 mm 300bar VE44 73182900 120g

DN20 exceeds R15 V2A 26-36mm 480bar VD52 73182900 240g

DN25 up to R15 V2A 32-44 mm 420bar VE52 73182900 250g

DN32 up to 4SH V2A 38-52 mm 325bar VF52 73182900 260g

DN40 up to 4SH V2A 44-61 mm 290bar VG52 73182900 275g

DN50 up to 4SH V2A 56-74 mm 250bar VH52 73182900 290g

DN60/63 up to 2SN V2A 70-84mm 90bar VL52 73182900 310g

DN76 up to 2SN V2A 85-102mm 50bar VM52 73182900 330g

DN20 exceeds R15 V4A 26-36mm 480bar VD54 73182900 240g

DN25 up to R15 V4A 32-44 mm 420bar VE54 73182900 250g

DN32 up to 4SH V4A 38-52 mm 325bar VF54 73182900 260g

DN40 up to 4SH V4A 44-61 mm 290bar VG54 73182900 275g

DN50 up to 4SH V4A 56-74 mm 250bar VH54 73182900 290g

DN60/63 up to 2SN V4A 70-84mm 90bar VL54 73182900 310g

DN76 up to 2SN V4A 85-102mm 50bar VM54 73182900 330g

Series AS-INOX-ECO  type INOX-ASE

for hose bracket ID Material
max. operating 

pressure
Ident. No.

customs tariff 

number

weight

 per piece*

DN5-DN8 12,5 mm V2A 450bar EV122 73182900 55g

DN5-DN8 14,5 mm V2A 450bar EV142 73182900 55g

DN5-DN8 17,0 mm V2A 450bar EV172 73182900 60g

DN8-DN10 18,5 mm V2A 450bar EV182 73182900 65g

DN8-DN10 20,5 mm V2A 450bar EV202 73182900 65g

DN10-DN12 22,5 mm V2A 450bar EV222 73182900 70g

DN10-DN12 24,5 mm V2A 450bar EV242 73182900 70g

DN16-DN20 27,0 mm V2A 420bar EV272 73182900 100g

DN16-DN20 30,5 mm V2A 420bar EV302 73182900 115g

DN20-DN25 34,0 mm V2A 420bar EV342 73182900 120g

DN20-DN25 36,5 mm V2A 420bar EV362 73182900 120g

DN20-DN25 42,5 mm V2A 420bar EV42.12 73182900 120g

DN32 up to 4SH 42,5 mm V2A 325bar EV42.22 73182900 265g
DN32 up to 4SH

DN40 up to 4SH
45,5 mm V2A

DN32: 325bar 

DN40: 290bar
EV452 73182900 260g

DN40 up to 4SH

DN50 up to 4SH
49,0 mm V2A

DN40: 290bar 

DN50: 250bar
EV492 73182900 255g

DN32 up to 4SH 

DN40 up to 4SH
52,5 mm V2A

DN32: 325bar

DN40: 290bar
EV522 73182900 285g

DN40 up to 4SH

DN50 up to 4SH
61,0 mm V2A

DN40: 290bar

DN50: 250bar
EV612 73182900 280g

DN5-DN8 12,5 mm V4A 450bar EV124 73182900 55g

DN5-DN8 14,5 mm V4A 450bar EV144 73182900 55g

DN5-DN8 17,0 mm V4A 450bar EV174 73182900 60g

DN8-DN10 18,5 mm V4A 450bar EV184 73182900 65g

DN8-DN10 20,5 mm V4A 450bar EV204 73182900 65g

DN10-DN12 22,5 mm V4A 450bar EV224 73182900 70g

DN10-DN12 24,5 mm V4A 450bar EV244 73182900 70g

DN16-DN20 27,0 mm V4A 420bar EV274 73182900 100g

DN16-DN20 30,5 mm V4A 420bar EV304 73182900 115g

DN20-DN25 34,0 mm V4A 420bar EV344 73182900 120g

DN20-DN25 36,5 mm V4A 420bar EV364 73182900 120g

DN20-DN25 42,5 mm V4A 420bar EV42.14 73182900 120g

DN32 up to 4SH 42,5 mm V4A 325bar EV42.24 73182900 265g
DN32 up to 4SH

DN40 up to 4SH
45,5 mm V4A

DN32: 325bar

DN40: 290bar
EV454 73182900 260g

DN40 up to 4SH

DN50 up to 4SH
49,0 mm V4A

DN40: 290bar

DN50: 250bar
EV494 73182900 255g

DN32 up to 4SH 

DN40 up to 4SH
52,5 mm V4A

DN32: 325bar

DN40: 290bar
EV524 73182900 285g

DN40 up to 4SH

DN50 up to 4SH
61,0 mm V4A

DN40: 290bar

DN50: 250bar
EV614 73182900 280g

* Important explanations see page 5. Page 3    
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Series AS-INOX-ECO  type INOX-ASS

for hose bracket ID Material
max. operating 

pressure
Ident. No.

customs 

tariff number

weight

 per piece*

DN12-DN16 8,5 mm V2A 450bar SV082 73182900 100g

DN20-DN25 10,5 mm V2A 420bar SV10.12 73182900 110g

DN32 up to 4SH 10,5 mm V2A 325bar SV10.22 73182900 190g

DN20-DN25 12,5 mm V2A 420bar SV12.12 73182900 115g

DN40 up to 4SH

DN50 up to 4SH
12,5 mm V2A

DN40: 290bar 

DN50: 250bar
SV12.22 73182900 200g

DN25 14,5 mm V2A 420bar SV14.12 73182900 120g

DN32 up to 4SH 14,5 mm V2A 325bar SV14.22 73182900 210g

DN32 up to 4SH

DN40 up to 4SH
16,5 mm V2A

DN32: 325bar 

DN40: 290bar
SV162 73182900 220g

DN40 up to 4SH

DN50 up to 4SH
20,5 mm V2A

DN40: 290bar 

DN50: 250bar
SV202 73182900 245g

DN12-DN16 8,5 mm V4A 450bar SV084 73182900 100g

DN20-DN25 10,5 mm V4A 420bar SV10.14 73182900 110g

DN32 up to 4SH 10,5 mm V4A 325bar SV10.24 73182900 190g

DN20-DN25 12,5 mm V4A 420bar SV12.14 73182900 115g

DN40 up to 4SH

DN50 up to 4SH
12,5 mm V4A

DN40: 290bar

DN50: 250bar
SV12.24 73182900 200g

DN25 14,5 mm V4A 420bar SV14.14 73182900 120g

DN32 up to 4SH 14,5 mm V4A 325bar SV14.24 73182900 210g

DN32 up to 4SH

DN40 up to 4SH
16,5 mm V4A

DN32: 325bar

DN40: 290bar
SV164 73182900 220g

DN40 up to 4SH

DN50 up to 4SH
20,5 mm V4A

DN40: 290bar

DN50: 250bar
SV204 73182900 245g

Series AS-INOX-ECO  type INOX-ASF

for hose bracket OD Material
max. operating 

pressure
Ident. No.

customs 

tariff number

weight

 per piece*

DN5-DN12 9,0 mm V2A 450bar FV092 73182900 65g

DN16-DN25 11,0 mm V2A 420bar FV112 73182900 115g

DN32 up to 4SH 

DN40 up to 4SH

DN50 up to 4SH

13,0 mm V2A

325bar 

290bar 

250bar

FV132 73182900 220g

DN5-DN12 9,0 mm V4A 450bar FV094 73182900 65g

DN16-DN25 11,0 mm V4A 420bar FV114 73182900 115g

DN32 up to 4SH 

DN40 up to 4SH

DN50 up to 4SH

13,0 mm V4A

325bar 

290bar 

250bar

FV134 73182900 220g

Series AS-INOX-MEGA

for hose
fixation 

machine side
for connection

max. operating 

pressure 
Ident. No.

customs 

tariff number

weight

 per piece*

DN60-63 DN60/63: 210bar VP154C 73182900 670g

DN76 DN76: 100bar VP154D 73182900 720g

DN100 DN100: 50bar VP154E 73182900 880g

* Important explanations see page 5.
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VP154B 73182900 600g

DN25-DN40
2x bracket

ID 14mm
SAE-6000-11/4"

DN25: 560bar

DN32: 525bar

DN40: 450bar

VS144 73182900

660g

DN25-32 Universal fastening 

at an arbitrary, 

sufficiently strong 

place. Ensure 2x 

equal cable load and 

free rip-out length, 

see points G) and 

H).

2x brackets

ID 15mm (e.g. for 

the M14 screw)

DN25: 560bar

DN32: 525bar
VP154A 73182900 570g

DN40-50
DN40: 450bar

DN50: 420bar

DN40-DN50
2x bracket

ID 20mm
SAE-6000-2"

DN40: 450bar

DN50: 420bar
VS204 73182900

580g

DN32-DN50
2x bracket

ID 16mm
SAE-6000-11/2"

DN32: 525bar

DN40: 450bar

DN50: 420bar

VS164 73182900 610g



Accessories (for the series Professional, Megaforce, Mini, ECO, INOX and Complete)

Length per roll Width
Ident. No. 

roll

customs 

tariff number

weight

 per piece*

2 metres 25 mm CL-TP-02 40169300 88g

5 metres 25 mm CL-TP-05 40169300 220g

10 metres 25 mm CL-TP-10 40169300 440g

2 metres 40 mm CL-TP-402 40169300 120g

5 metres 40 mm CL-TP-405 40169300 310g

10 metres 40 mm CL-TP-410 40169300 620g

2 metres 35 mm CL-PTP-302 54079100 56g

5 metres 35 mm CL-PTP-305 54079100 140g

10 metres 35 mm CL-PTP-310 54079100 280g

2 metres 50 mm CL-PTP-502 54079100 79g

5 metres 50 mm CL-PTP-505 54079100 194g

10 metres 50 mm CL-PTP-510 54079100 388g

content Ident. No.
customs 

tariff number

weight

 per piece*

6 pcs. CL-TK-01 82054000 167g

1 pc. CL-TK-02 82054000 19g

1 pc. CL-TK-03 82054000 25g

1 pc. CL-TK-04 82054000 122g

1 pc. CL-TK-05 82054000 1g

1 pc. CL-TK-06 82054000 3g

1 pc. CL-TK-07 82054000 5g

       Subject to change without prior notification and errors excepted. Our general terms and conditions apply exclusively. Reproduction of any kind is prohibited.         Page 5
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Complete set (acc.figure)

Name

AS-Tape B25

AS-Polytape B35

AS-Polytape B35

AS-Polytape WIDE B50 

N/A

AS-Tape WIDE B40

AS-Tape WIDE B40

AS-Tape WIDE B40

AS-Tape B25

AS-Tape B25

Safety-Stick for Allen key M3

AS-Polytape WIDE B50 

AS-Polytape WIDE B50 

AS-Polytape B35

Name

* The weight measurements are non-binding guide values. Due to packaging or product adaption this value 

  can vary. If needed, please request the current weight in your individual case.

Scissors

Open-end wrench

Allen key standard M3

Allen key standard M5

Allen key standard M6


